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TEMPORARY TRAFFIC SIGNAL SECTION OR THIS TEMPORARY SIGNAL SHALL BE ““ECONOLITE”
PEDESTRIAN SIGNAL SECTION 12" (300mm) TO MATCH THE EXISTING ADJACENT SYSTEM.
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NOTES

1. ONLY AN APPROVED IDOT ELECTRICAL SUBCONTRACTOR WILL

BE PERMITTED TO INSTALL AND ADJUST VIDEO VEHICLE DETECTION
SYSTEM AS REQUIRED BY STAGE/PHASE CHANCES.

2. FOR TEMPORARY TRAFFIC SIGNAL CONTROLLER PLATFORM DETAIL. SEE SHEET NO. 227
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TEMPORARY CONTROLLER SEQUENCE

Millenma Engineering
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EMERGENCY VEHICLE PREEMPTION SEQUENCE
1.0.0.T & N
TRAFFIC SIGNAL INSTALLATION TOTAL IS
ELECTRICAL SERVICE REQUIREMENTS WATTAGE é &
WATTAGH é&
TYPE NO. OF LAMPS x INCAND., L.E.D. |OPERATION
SIGNAL (RED) 17 135 17 0.50 144.5
(YELLOW) 17 135 25 0.25 106.3 n
(GREEN) 17 135 15 0.25 63.8 PHASE DESIGNATION DIAGRAM *"@_
ARROW 8 135 12 0.10 9.6 -3
PED. SIGNAL 90 25 1.00 FOR PHASES 1, 2, 5, & 6 IN THE PHASE DESIGNATION
CONTROLLER 1 100 100 1.00 100 DIAGRAM SHOWN ABOVE, THE FOLLOWING PHASE PROPOSED
TLLUM. SIGN 84 0.05 SEQUENCE SHALL BE FOLLOWED: \ EMERGENCY VEHICLE PREEMPTORS
é EMERGENCY
VEHICLE 3 4 5
PREEMPTOR
VIDEO VEH. SENSOR 4 15 15 1.00 60 OVEMENT l T
FLASHER 0.50 -
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ILLINOIS DEPARTMENT OF TRANSPORTATION TOTAL 484.2 Hag {2}~
DIVISION OF HIGHWAY/DISTRICT 1
201 CENTER CT/SCHAUMBURG, IL 60196-1096
ENERGY SUPPLY - CONTACT: _DEB RANKIN PHASES 3, 4, 7 & 8 SHALL FOLLOW THE STANDARD SEQUENCE IN
PHONE: _ 630-691-4379 ACCORDANCE WITH STATE STANDARD 857001 .
COMPANY: _COMMONWEALTH EDISON 77513
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